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S1605 (738)

Espagnolette for windows

Lengths

Item Espagnolette Number of 
  length mm bolts  
  
  S1605 390 2  
  490 2  
  590 2  
  690 2  
  790 2  
  890 2  
  990 2  
  1090 2  
  1190 2  
  1290 3  
  1390 3  
  1490 3

S1605
Adapted to Euro-note.

Design
Face plate 16 x 2 mm. 
Bolt rod 11 x 2.9 mm.
Backset 28 mm. 
Lock depth 35 mm. 
Handle height centered.
Side bolts, wedge bolt type, bolt stroke 
15 mm, 2 or 3, see table below.
Can also be made-to-measure, see 
page C 32.

Installation
Instructions for milling, with measure -
ments, group J.

Accessories
Receivers page F 101–F 103.
Protective plate Fix 873, page C 74.
Sliding plate, page C 79.
Handle �xture Fix 806, page C 75.
Handles, catalogue section G.

Espagnolette
for windows

Used for outward-opening single-light and two-light windows with mullion. 
Special design for narrow pro�les. Fix S1605 adapted to Euro-note.













Handle Fix 423
For door with espagnolette Fix 550 and 
590, which is locked with pushbutton 
cylinder Fix 2940 or pushbutton cylinder 
Abloy.

Material
Chrome plated zamak. Spindle of 
8 mm galvanized square steel.
Spindle length 33 mm.

Accessories
Plug Fix 3389, page G 165.

Screw
Use no. 6 (3.5 mm) TKFX / DIN 7995. 

Security handles Fix 835S and 837S
Used for door with espagnolette, which 
is locked with oval cylinder of standard 
type.
Material, operation, features, etc., 
page G 145.

Security handles Fix 844S, 876S 
and 895S
Used for door with espagnolette, which 
is locked with cylinder 4484.
Material, operation, features, etc., 
page G 150.

Handles

423
835S
837S
844S
876S
895S

835S/837S                                       	844S                                          876S                                             895S   

423

Screw 5363

	 t	 Item no.

	 14–19	 0835SP120

	 19–23	 0835SP160

423

Accessories for 835S/837S 
mounted on cupboard door



Construction
When the sash is closed, the bolt 
snaps into the receiver. The pull ring 
releases the bolt from the receiver and 
the sash can be opened.
The bolt closes automatically with a 
spring. The receiver can be adjusted to 
the desired closing operation as it has 
a rising connection surface.

Accessories
Receiver included.

Snap lock Fix 603
Receiver 99

Used for inward-opening windows with smaller bottom-hung 
sash, which cannot be reached from the floor.

603
99

603 603

99 99
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